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SERIES SPECIFICATIONS

LINE DRAWING

CONSTRUCTION

CAT5E PATCH CORDS

Conductor Material
Solid-Bare Copper

Insulation Diameter
0.88 ±0.03mm

External O.D.
5.0 ±0.4mm

Conductor O.D.
0.500 ±0.005mm

Sheath Material
PVC

Cable Construction
24AWG U/UTPx4P

Insulation Material
HDPE

Sheath Thickness
0.50 ±0.05mm
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ORDERING INFORMATION

CERTIFICATIONS/WARRANTY

Listing
c-UL-us Listed

Warranty
Guaranteed for one year from the purchase date of the product, against mechanical defects in manufacturing. 

ELECTRICAL SPECIFICATIONS

1.0-100.0MHz Impedance(Ω)
100 ±15

Capacitance(nF/100m) max
5.6

Temp. Rating
-40°C ~ 75°C

1.0-100.0MHz Delay Shew 
(ns/100m)
≤45

DC ResistanceΩ/100m) max
9.5

Voltage Rating
300V

DC Conductor Resistance 
Unbalance(%) max
5.0

NVP
69%

1.0-350.0MHz Impedance(Ω)
100 ±15

RoHS
RoHS compliant

Part Code IMS Code Color Length

PC5EBL01SL 0393-1320 Blue 1 Ft.

PC5EBL03SL 0393-1323 Blue 3 Ft.

PC5EBL05SL 0393-1326 Blue 5 Ft.

PC5EBL07SL 0393-1329 Blue 7 Ft.

PC5EBL15SL 0393-1332 Blue 15 Ft.

PC5EBL25SL 0393-1338 Blue 25 Ft.
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